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- topControl Windows user application 
- topControl Lite product configurator 

����
����

2( � �� � � �� � �� � � � �+2( � �� � � �� � �� � � � �+2( � �� � � �� � �� � � � �+2( � �� � � �� � �� � � � �+����
����

����

- Data Matrix Code ECC200 
- Bar code reading (Code Interleaved 2 of 5, Code 39/32, Code 128, Pharmacode,  
      Micro PDF 417, EAN13, EAN8, EAN128, UPCA, UPCE) 
- OCR/OCV  character recognition and verifying 
- Contour tracing 
- Distance and surface measurement 
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- Dark Code on white background  or white Code on dark background (automatic or 
selectable) 

- Reading of square sized code from 10 x 10 to 48 x 48 
- Reading of rectangular code with max size of 16 x 48 
- Fixed , 90° turnable +- 30 Dec, omnidirection 360° 
- Evaluation speed: < 40Hz   (16x16, 17 mil modulsize ca 28 ms) 
- Transport speed up to  6 m/s 
- Data format data matrix: ASCII, C40, Text, X12, Edifact, Base 256, ext. Base 256 
- Max data capacity: 348 numerical, 259 ASCII, 172 Bytes 
- Print quality parameters (contrast, gridnonuniformity, error correction) 
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- Code interleaved 2 of 5 
- Code 39/32 
-     Code 128 A, B, C 
-     Micro PDF 417 
-     EAN13, EAN8, EAN128, UPCA, UPCE 
- Pharmacode 
- Checksum, length-preset,  autodiscrimination 
- Omnit-directional reading, ROI or definable reading masks 
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- Character learning (max 40 Character) 
- Mask generator 
- Product storage up to 25 different products 
- Reading, verifying or pixel counting  
- Up to 2 different reading masks 
- Up to 30 characters in one mask 
- Mask for adjustment 
- Scalable parameters 
- Adjustable parameters 
- White objects on dark background 
- Dark objects on white background 
- Suitable for inkjet code 
- Reading-speed approximately 3 ms/Objekt + get picture time 17 ms 
- Shows overlay 
- User application  
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- Perimeter 
- Surface  
- Smallest enclosing rectangle  
- Main focus  
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- Up to 8 different functional masks  
- Distance measurement  
- Pixel counting 
- Pattern matching  
- Adjustable reading masks 
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 � � � � � +%� " � 
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Operating voltage 24 V DC+- 3V  1 x RS232 Process 
Interface 

2400–115200 baud 

No load voltage 190 mA (at 24 Volt)  1 x RS232 Control 
Interface 

11520 baud, 
optional 9600 baud 

Max current 250 mA (at 24Volt)  Ethernet adapter                  TCP/IP  (onboard) 
Power 
consumption 

max. 6W 
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2 optoisolated  
   input’s 

Trigger, Input 2 
9 &
&�

HD Reading field 17 x12mm 
55mm distance 

min. module size: 
0,13 mm 

2 isolated , current 
   free 

Permanet current 
max. 200mA 

� SD Reading field 32x25 mm 
80mm distance 

0,25 mm 

Connector Videoplug, 15 pol 
SUB D HD plug 

 ED Reading field 40x30 mm 
100mm distance 

0,31 mm 

   Optional: diverse focus and Reading field 

     

   Illumi-
nation 

Internal red LED Flash (optional 
white) - optional: external illumination 
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Temperature  0 ...45° C  
Protection  IP 54  
Dimensions  127 x 68 x 48 mm  
Weight  500g  
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Platanenring 10 
61352 Bad Homburg 
Tel:  06172 / 944606 
Fax: 06172 / 944607 
E-Mail: info@topsenso.de 
Internet: www.topsenso.de 
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